SPECIFICATIONS  FOE  STEEL  HOTEL  BUILDING.     399
All the cast steel used in this building must have an ultimate strength of not less than 60,000 Ibs. per square inch, an elastic limit of not less than 32,000 Ibs. per square inch, and an elongation in 8 inches of not less than 15 per cent. All castings must be annealed and all test pieces must be cast as coupons and detached after annealing.
All the cast iron used in this building must be tough gray iron, free from cold shuts, blow holes or other serious defects. Its quality must be such that sample bars i inch square cast in sand moulds must be capable of sustaining on a clear span of \% feet a central load of 500 pounds when tested in the rough bar.
Painting: All iron must receive a coat of pure raw linseed oil at the rolling mills just before being loaded on the cars.
The covered surfaces (surfaces in contact and surfaces enclosed) of all parts of riveted members must receive one good coat of graphite paint, after the pieces are punched and before they are assembled. All finished members must receive one complete coat of the graphite paint before they are taken from the shop or exposed to the weather. All surfaces that can be reached must have one coat of the graphite paint after erection: All truss members must have two coats of paint in the shop and the enclosed surfaces of these members must have the two coats before they are assembled.
Foundation beams and connections must have two coats of paint at the shop. All bolts used in erection and remaining permanently in the building must be dipped in graphite paint before being placed in position.
All pins and bored pin holes or other planed surfaces in the trusses must be coated with white lead and tallow before leaving the shop.
All painting must be done on dry surfaces and preferably warm ones. All dirt and foreign matter of any kind must be removed from the iron before painting. All scale must be removed from finished members before painting the first coat in the shop. All scale must be removed from material required for the trusses before it is oiled at the rolling mill.
The paint used must be the superior graphite paint, prepared and mixed by the Detroit Graphite Manufacturing Com--pany, of Detroit, Michigan.
Inspection: The inspection hereby provided will be made by inspectors employed by John Downey.
The contractor for the structural iron must furnish full and ample means for the inspection of all the materials called for by these specifications, and of all the work required in fitting such materials for erection; and to this end, he shall admit the arch-